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NH
Neri & Hu

Founded in 2004 by partners 
Lydon Neri and Rossana Hu, 
Neri&Hu Design and Research 
Office is an inter-disciplinary 
architectural design practice 
based in Shanghai, China with 
an office in London, UK. Neri&Hu 
work internationally providing 
architecture, interior, master 
planning, graphic and product 
design services. 
The multi-cultural staff speaks 
over 30 different languages, 
reinforcing a core vision for the 
practice : to respond to a global 
worldview, incorporating over-
lapping design disciplines for a 
new paradigm in architecture. 
Neri&Hu believe strongly in 
research as a design tool.
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Nh1217 is a modern update to 
the traditional lantern. Its flexible 
brass handle allows the diffuser to 
be adjusted so that the lamp can 
be positioned in different ways. 
The brass handle can be used as a 
base for a table lamp or as a hook 
to hang the appliance from a wall 
or suspend it from the ceiling.

↗ NH1217
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The nh family is available in multiple 
styles and typologies, reinforcing 
the idea of the fixture as a modern 
update of a lantern. It is a complete 
product range with complemen-
tary designs to complete a room. 

nh suspension, with one or more 
glass diffusers, is available in a range 
of options, with a selec tion of arm 
lengths and diffuser sizes designed 
to complement any interior. From 
a simple single glass suspension, 
to an elaborate chandelier inspired 
model, nh shows its versatility.

↗ NH1217 & NH Typologies

Table Wall Floor

Suspension 14 Suspension 22 Suspension 35

Suspension S1 14 Suspension S2 14

Suspension S1 22 Suspension S2 22

Suspension S3 14 Suspension S3 2 Arms

Suspension S4 Circular Suspension S5 Elliptic

↗ NH1217 & NH Typologies



10
11



12
13

↗ NH1217

W Voltage

5W 120V

65/16”
16 cm

5”
12,7 cm

Ø 5/16”
0,8 cm

Ø73/4"
Ø19,6 cm

2”
5 cm

Technical Data

NH1217 Wall  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
LED (Non Integrated) ONLY E12/G16.5 
Switch (on cord)
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↗ NH

W Voltage

5W 120V

Ø51/2"
Ø14 cm

Ø73/4"
Ø19,6 cm

Ø515/16"
Ø15 cm

1213/16"
32,6 cm

Technical Data

NH Wall  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
LED (Non Integrated) ONLY E12/G16.5 
Switch (on cord)
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↗ NH

W Voltage

17W 120V

169/16"
42 cm

153/4"
40 cm

ø811/16"
ø22 cm

ø105/8"
ø27 cm

675/8"
171.8 cm

ø105/8"
ø27 cm

Technical Data

NH Floor  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure & base in metal painted black
LED (Non Integrated) ONLY E26/A19 
Dimmable (on cord)
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↗ NH

ø51/2"
ø14 cm

Max 591/16"
Max 150 cm

1213/16"
32.5 cm

Min 1113/16"
Min 30 cm

ø51/2"
ø14 cm

S W Voltage

14 5W E12/G16.5 120V

22 15W E26/A19 120V

35 20W E26/A19 120V

NH Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure & base in metal painted black.
LED (Non Integrated) E12/G16.5 or E26/A19 
Dimmable 2-Wire

Technical Data

ø51/2"
ø14 cm

ø133/4"
ø35 cm

Max 591/16"
Max 150 cm

243/16"
61.5 cm

Min 1113/16"
Min 30 cm

ø51/2"
ø14 cm

Max 591/16"
Max 150 cm

153/4"
40 cm

Min 1113/16"
Min 30 cm

ø811/16"
ø22 cm
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Ø51/2"
Ø14 cm

Ø53/8"
Ø13,7 cm

121/16” 
30,7 cm

191/2"
49,5  cm

min. 1911/16” 
min. 50 cm

max. 591/16”
max. 150 cm

11/8” 
2,8 cm

Ø51/2"
Ø14 cm

Ø53/8"
Ø13,7 cm

1211/16” 
32,2 cm

347/16"
87,5 cm

11/8” 
2,8 cmmin. 1911/16” 

min. 50 cm

max. 591/16”
max. 150 cm

Technical Data↗ NH

W Voltage

5W 120V

NH Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E12/G16.5 
Dimmable 2-Wire

W Voltage

5W 120V

NH S2 14 Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E26/A19 
Dimmable 2-Wire
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Ø811/16"
Ø22 cm

Ø53/8"
Ø13,7 cm

151/4” 
38,7 cm

min. 1911/16” 
min. 50 cm

max. 591/16”
max. 150 cm

191/2"
49,5  cm

11/8” 
2,8 cm

Ø811/16"
Ø22 cm

Ø53/8"
Ø13,7 cm

151/4” 
38,7 cm

min. 1911/16” 
min. 50 cm

max. 591/16”
max. 150 cm

321/4"
82 cm

11/8” 
2,8 cm

Technical Data↗ NH

W Voltage

15W 120V

W Voltage

15W 120V

NH S1 22 Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E26/A19
Dimmable 2-Wire

NH S2 22 Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E26/A19
Dimmable 2-Wire
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ø51/2"
ø14 cm

ø53/8"
ø13,7 cm

367/8"
93,6 cm

125/8” 
32 cm

125/8” 
67 cm

461/4” 
117,5 cm

Min 46”  
Min 117 cm

Max 851/2” 
Max 217 cm

2811/16” 
72,8 cm

Technical Data↗ NH

W Voltage

3x5W 120V

W Voltage

2x15W 120V

NH S3 14 Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E12/G16.5
Dimmable 2-Wire

NH S3 2 Arms Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non Integrated) ONLY E26/A19
Dimmable 2-Wire
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Technical Data↗ NH

W Voltage

2x5W E12/G16.5 + 
1x15W E26/A19

120V

ø51/2"
ø14 cm

ø301/8"
ø76.5 cm

425/16"
107.5 cm

ø51/2"
ø14 cm

ø811/16"
ø22 cm

341/8"
86.7 cm

NH S4 Circular Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non integrated) E12/G16.5 or E26 / A19
Dimmable 2-Wire
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* Installation on to single J-Box,
use provided bridge feed cable.

** Installation on to pre-planned dual J-Box, 
     bridge feed cable not required.

ø51/2"
ø14 cm

66 9/16"
169 cm

34 1/8"
86.7 cm

36 5/8"
93 cm

*

*

ø51/2"
ø14 cm

66 9/16"
169 cm

34 1/8"
86.7 cm

36 5/8"
93 cm

39 3/8"
100 cm

**

Technical Data↗ NH

W Voltage

4x5W E12/G16.5 + 
2x15W E26/A19

120V

NH S5 Elliptic Suspension  

Diffuser
 

White Glass

Stem
 

Black

Ring
 

Brushed 
Brass

Diffuser in white blown glass
Adjustable ring in a brushed brass
Structure in metal painted black
LED (Non integrated) E12/G16.5 or E26 / A19
Dimmable 2-Wire
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Artemide INC
250 Karin Lane
Hicksville, NY 11801 
Tel. 631-694-9292
artemide.net

Artemide Ltd
11105 rue Renaude Lapointe
Montréal, Québec, H1J 2T4
Tel. 514-323-6537
artemide.net

Artemide INC - Artemide Ltd
Si riserva la facoltà di modificare, in qualunque 
momento e senza preavviso, le caratteristiche 
tecniche degli elementi illustrati nel presente 
catalogo.

Artemide INC - Artemide Ltd
Reserves right to change, at any time and without 
prior warning, the technical specifications of any 
product illustrated in this catalogue.

Artemide INC - Artemide Ltd
Se réserve le droit de modifier, à n’importe quel 
moment et sans préavis, les caractéristiques 
techniques des éléments illustrés dans ce 
catalogue.

Artemide INC - Artemide Ltd
Behält sich das recht vor jederzeit und ohne 
ankündigung die technischen daten der im katalog 
abgebildetem produkte zu ändern.

Artemide INC - Artemide Ltd
Se reserva la facultad de modificar, en cualquier 
y sin aviso previo, las características técnicas de 
los elementos illustrados en el presente catálgo.

For information regarding distributors and points 
of sale, please visit our website artemide.net or 
email : info@artemide.net
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ISO 9001:2015

ISO 14001:2015
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